


How to configure the Session UA 

Background:

   Session is a software only product from wave3software. It is a SIP User Agent (UA) that runs on several versions of Microsoft Windows Operating System and Mac OSX.

   For our demo Session will register with a SIP proxy server which was setup specifically for this demo. The proxy software is called the SIP Express Router (SER) from iptel.org.

Getting Started:

   A link to the Session software can be found on the PIC Working Group web site, pic.internet2.edu. Take a few minutes to download the installer for your operating system before continuing with this document.
   Install the software by executing the installer program. Start the Session client after the installation program completes. At this point Session will attempt to run a preferences wizard. Cancel out of this wizard. Follow the instructions in the next section to complete the setup.
Setup:

1. Start the Session client and wait for the main application screen to be displayed. A sample main screen is shown in figure 1.1.

2. Set outbound proxy to ser.uits.indiana.edu. See figure 1.2 for an example. 

a. Select Edit from the main menu toolbar

b. Go to the Preferences dialog window

c. Select the Calls tab

d. Set the proxy name to ser.uits.indiana.edu

e. Select Apply then OK

3. Next register your Session UA with the SIP proxy server. See figure 1.3 for an example.
a. Select Edit > Accounts from the main menu toolbar

b. Select the SIP tab

c. Select the Add… button

d. Enter the server name “PIC WG”

e. Enter the server address  (RHS of your email address)
f. Leave the Realm field blank

g. Enter your username (LHS of your email address)
h. Enter the password provided at the registration desk

i. Select OK. This will cause Session to send a REGISTER message

Figure 1.1 – Session main menu
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Figure 1.2 – Setting and outbound proxy server address for the Session  UA
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Figure 1.3 – Defining the registration parameters for the Session  UA
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